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r I SAP cart

8 An easily movable additional work surface that can be locked in place. Available in two sizes to meet different additional work surface needs. A
bottom shelf and a handle, which makes moving the cart easier, are available as accessories. The height can be adjusted with an Allen key, which
_‘ B means that the cart can be converted as needed. Often used with Treston TP workbenches.
! ¢ A standard cart that is easy to move where needed

¢ Powder-coated (light grey, RAL 7035) steel frame, max load 330 Ibs

¢ Two different sizes, which all come with the top shelf as a standard feature

* A handle, which makes moving the cart easier, and a bottom shelf for extra space are available as accessories
* Height adjustment (25.6"-35.4") with an Allen key

e Four castors that turn (g 4"), two with brakes

¢ Also available with ESD protection



TRESTON

SAP cart (4)

Code

SAP507

SAP507
ESD

SAP710

SAP710
ESD

Product

SAP cart 27.6" x
19.7

SAP cart ESD 27.6"
x 19.7

SAP cart 39.4" x
27.6

SAP cart ESD 39.4"
x 27.6

EAN-code

6416763042166

6416763043163

6416763042173

6416763043170

Width
inches

27.56

27.56

39.37

39.37

Depth

inches

19.69

19.69

27.56

27.56

Height adjustment
area inches

25.59-35.43

25.59 -35.43

25.59 -35.43

25.59 -35.43

Adjustment
method

Manually adjustable

Manually adjustable

Manually adjustable

Manually adjustable

Max load
Ibs

331

331

ESD

No

Yes

Yes

RAL
code

RAL7035

RAL7035

RAL7035

RAL7035
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Color
name

Light grey

Light grey

Light grey

Light grey
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Frame material

Epoxy powder-
coated steel

Epoxy powder-
coated steel

Epoxy powder-
coated steel

Epoxy powder-
coated steel

Bench top material

Low pressure laminated
chipboard

ESD laminated chipboard

Low pressure laminated
chipboard

ESD laminated chipboard

Warranty
years

10

10

10

10


https://www.treston.us?order=sku&sort=asc
https://www.treston.us?order=product_id&sort=desc
https://www.treston.us?order=field_width_mm&sort=desc
https://www.treston.us?order=field_width_mm&sort=desc
https://www.treston.us?order=field_depth_mm&sort=desc
https://www.treston.us?order=field_depth_mm&sort=desc
https://www.treston.us?order=field_height_adjustment_maximum_&sort=desc
https://www.treston.us?order=field_height_adjustment_maximum_&sort=desc
https://www.treston.us?order=attribute_adjustment_method&sort=desc
https://www.treston.us?order=attribute_adjustment_method&sort=desc
https://www.treston.us?order=field_max_load_kg&sort=desc
https://www.treston.us?order=field_max_load_kg&sort=desc
https://www.treston.us?order=field_esd&sort=desc
https://www.treston.us?order=field_esd&sort=desc
https://www.treston.us?order=attribute_ral_code&sort=desc
https://www.treston.us?order=attribute_ral_code&sort=desc
https://www.treston.us?order=attribute_color_name&sort=desc
https://www.treston.us?order=attribute_color_name&sort=desc
https://www.treston.us?order=attribute_frame_material&sort=desc
https://www.treston.us?order=attribute_bench_top_material&sort=desc
https://www.treston.us?order=field_warranty_years&sort=desc
https://www.treston.us?order=field_warranty_years&sort=desc
https://www.treston.us/carts/additional-mobile-work-surface/sap-cart/sap-cart-276-x-197
https://www.treston.us/carts/additional-mobile-work-surface/sap-cart/sap-cart-276-x-197
https://www.treston.us/carts/additional-mobile-work-surface/sap-cart/sap-cart-esd-276-x-197
https://www.treston.us/carts/additional-mobile-work-surface/sap-cart/sap-cart-esd-276-x-197
https://www.treston.us/carts/additional-mobile-work-surface/sap-cart/sap-cart-394-x-276
https://www.treston.us/carts/additional-mobile-work-surface/sap-cart/sap-cart-394-x-276
https://www.treston.us/carts/additional-mobile-work-surface/sap-cart/sap-cart-esd-394-x-276
https://www.treston.us/carts/additional-mobile-work-surface/sap-cart/sap-cart-esd-394-x-276

